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Before You Use This Product

In many countries, there are laws prohibiting or restricting the use of surveillance devices.
This Network Camera is a high-performance, web-ready camera which can be part of a
flexible surveillance sy st e m. It is the userdés responsi bi

this camera is legal before installing this unit for its intended use.

Upon opening the productodés package, verify tFr
Cont ent s odeda rBefore imsw@lling the Network Camera, read the warnings in the

AQui ck I nstall ati on Gui deo t o avoi d mi suse.
carefully read and follow the instructions I

due to faulty assembly or installation.
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Regulatory Information

Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there is
no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one of the

following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

- Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: Any changes or modifications not expressly approved by the party responsible

for compliance could void the user's authority to operate this equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept

any interference received, including interference that may cause undesired operation.

IMPORTANT NOTE:

FCC Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm
between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any other antenna or
transmitter.

The availability of some specific channels and/or operational frequency bands are country
dependent and are firmware programmed at the factory to match the intended destination. The

firmware setting is not accessible by the end user.
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Package Contents

Please check to make sure that the product package contains all the accessories listed
below.

a. Network Camera b. CS mount Lens (Optional)
(FB-100A/FB-130A/FB-131A/FB-300A)

c. Product CD d. Camera Stand
e. Warranty Card f. Easy Installation Gujg_e
Warranty
Card
g. Detachable Antenna (Optional) h. Power Adapter (Optional)
i. BNC Adapter (FB-130A only) j- Allen Key

—

BLOCK UP YOUR SECURITY



Fixed Box Network Camera Overview

The Brickcom Fixed Box series offers a reliable and efficient solution for 24-hour video
surveillance. The Fixed Box series offers highly efficient H.264 video compression, which
reduces bandwidth and storage requirements without compromising image quality.
M-JPEG and MPEG-4 are also supported for flexibility.

With the megapixel progressive sensor and removable IR-cut Filter, this series delivers
extremely clear and detailed images that CCTV cameras cannot offer. The internal
SD/SDHC memory card slot allows for local storage, which prevents data loss if the data
connection is lost. Users can view live feed anywhere by internet browser or 3G mobile
phone. Also, the Fixed Box series can transmit the video to portable devices through other

technology, such as WiMax, NAS, Digital Frame and power line.

The Fixed Box series receives power through the same cable as for data transmission.

This makes installation easy because there is no external power supply needed.

For easy setup, the Fixed Box series offers a step-by-st ep i nstallation p:

Configo makes the configuration simple even |

With IEEE 802.11 a/b/g/n wireless compliance, network installation is not restricted by
location or landforms. The Wireless Fixed Box series can be installed in any location with

wireless coverage. It can easily be used to cover remote districts and historic spots.

In addition to the motion detection function, the Fixed Box advanced Series can also
support Intelligent Video Analysis which can be used for applications such as object
tracking, people counting, and forbidden region alarm.

BLOCK UP YOUR SECURITY



Brickcom

Network
Camera g~

Network
Camera

/

Phone

,
s

Terminal Block (RS485) PoE 3G Network
of H Switch
. 9 .
Alam Light  Speaker omal N =
’ IP Camera+Enclosure NB/PC with
Vandal Web Browser
* 1P68

BRICKCOM.COM | BLOCK UP YOUR SECURITY



Device Appearance Description

<Front Panel>

/ Light Sensor

StatusLED @ _—— » <«—— WPSLED (*)

Built-in
Microphone

<Rear Panel>
Power Connector (AC24V in) Ethernet RJ45 10/100 Socket
*) \ { (Link/Power LED embedded)
Detachable Antenna

we (*)

T~

Power Connector (DC12V in)

Auto Iris Connector

() ——,

WPS Button (*)

SD/SDHC Card Slot (*)

Extension I/O

Reset Button Terminal Block

Microphone/Line Audio Out

In

Connector
(FB-130A only)

1 Monitor Output

& NOTE

1. The WPS buttons must first be enabled through the web GUI in order to work. See page
54 for details on how to enable the WPS Button.
2. (*) These are optional features. Please refer to the Product List for the full list of optional

features available for the product. | BLOCK UP YOUR SECURITY



<CS Mount Lens>

<Optional Lens>
<Vari-focal Lens with Manual Iris> --- CS Mount

Iris Controller (*)

Focus Controller

Zoom Controller (*)

<Optional Lens>
<Vari-focal Lens with Auto Iris (DC Drive)> --- CS Mount

Zoom Controller

Focus Controller

BLOCK UP YOUR SECURITY



LED Behavior

Function | LED Behavior Description Remark
On : 0.2 : 0.2 Wireless
WPS Off |0-2 | |0-2| | 02 | | » seconds WPS in Fixed Box
progress Front Right
(Blue)
1 1 1 1 Wireless
S Y T oS on | F
WPS Off : 1 1 P seconds Connection Fixed Box
Error Front Right
(Blue)
o hoBnoo A Onmnmy Session wireless
Off p seconds i
WPS -« O—*T» g ‘ overlap ::: 'XethBoﬁ(t
' ' detected ront xig
(Blue)
wes | et
WPS Steady on Successfully Front Riaht
Connected ront Rig
(Blue)
On 0.2 0.2 0.2 0.2
Status ot |0_2 | |0_2| | 0.2 | | b ceconds Har_dware Front Left
failure (Green)
1. Restoring
. L settings Front Left
Status | Continuous lllumination 5 Normal (Green)
Operation
The LED
1. Power Off car be
configured
2. Power On to be unlit
Status | Unlit until .
during
System
normal
setup :
operation
(Green)
Status On 1 1 1 1 While F/IW Front Left
ot ] 1] ] ] > scconds | UPGrading (Green)
Link Blinking Blinking while Rear Left
connecting to (Orange)
the network
Link Unlit No connection | Rear Left
(Orange)
Power | Continuous lllumination Normal Rear Right
Operation (Green)
Power | Unlit Power off Rear Right
(Green)
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Extension I/O Terminal Block
The Network Camera provides an extension I/O terminal block which is used to connect the
camera with external input/output devices. The pin definitions are listed as below.

EXT /O

Function
Power +4.5V
Digital Output
Digital Input
Ground
RS-485 -
RS-485 +

—

I

[

I

[

I
mmbwml—\g

123456

DI/DO Diagram

4.5V

+4.5V

Y Digital input
|

PIN 4
| Ground

i A PIN3 K

| BLOCK UP YOUR SECURITY



Hardware Reset

LINK POWER

D12V
. - -

SD CARD

I

*+ 9 0
RESET

MIC/LINE AUDIO
IN our

Reset Button
The Reset Button can be used to reboot the camera or restore it to factory default settings.
If the camera experiences a problem, rebooting the camera may correct the problem. If
the problem remains, please restore the camera to factory default settings and reinstall

the software.

To Reboot - Press and hold the Reset Button for one second using a paper clip or thin
object. Wait for the camera to reboot.
To Restore i Press and hold the Reset Button for ten seconds until the LED light turns off.

When successful restored, the LED will be blue during normal operation.

&Note - By restoring the camera, all settings will be restored to the factory default

settings.

SD Card Capacity (*)
The network camera is compatible with SD/SDHC (Maximum 32GB) cards.

(*) These are optional features. Please refer to the Product List for the full list of

optional features that are available for this product
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Installation

Hardware Installation

Mounting the CS-Mount Lens to the Camera

<Vari-focal Lens with Manual Iris> --- Optional Lens

1. Connect the CS-mount lens to the camera by turning it clockwise onto the camera
mount until it stops.
2. If necessary, adjust the iris controller, focus controller, and zoom controller to get the

best resolution.

To adjust the lens:

1. Adjust the iris ring controller to control the amount of light coming through the lens.
The more the iris is opened, the brighter the scene will be.

2. The zoom controller can be manually adjusted to control the zoom factor on the
camera. Users can create a tighter or wider view of the site being recorded.

3.  Adjust the focus controller to control the focus range of the lens.

BLOCK UP YOUR SECURITY



<Vari-focal Lens with Auto Iris> --- Optional Lens

1. Connect the CS-mount lens to the camera by turning it clockwise onto the camera
mount until it stops.
2.  If necessary, adjust focus controller, and zoom controller to get the best resolution.

3. Connect the lens cable plug (DC Iris control cable) to the camera side connector.

To adjust the lens:

1. The zoom controller can be manually adjusted to control the zoom factor on the
camera. Users can create a tighter or wider view of the site being recorded.

2. Adjust the focus controller to control the focus range of the lens.

*For further information of vari-focal lens with auto iris, please refer to the supplied
lensdinstruction manual.

BLOCK UP YOUR SECURITY



Brickcom

To adjust the CS-ring:

If the fixed box is still not focusing correctly on the target, use an Allen Key to adjust the

location of the CS-ring, then try focusing again.

2

A NOTE - For further information of vari-focal lens with auto iris, please
refer to the supplied lensinstruction manual.

BRICKCOM.COM | BLOCK UP YOUR SECURITY
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Connect monitor with Camera: (FB-130A only)

1. Mounting BNC adapter to the camera.

BLOCK UP YOUR SECURITY
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System Requirements

Operating System:

Microsoft Windows XP Home Edition SP2

Microsoft Windows XP Professional SP2

Computer:

IBM PC/AT Compatible

CPU:

Pentium 3GHz or faster

Memory:

1024 MB or more

Monitor:

1024 x 768 pixels or more, 24-bit True color or better

Network Interface:

10/100Mbps Network interface card must be installed

Web Browser:

Microsoft Internet Explorer 6.0 SP2 or higher

Adobe Reader:

Adobe Reader 8.0 or higher

Audio:

The audio function will not work if a sound card is not installed in the PC. Audio may be

interrupted depending on network traffic.

12

BLOCK UP YOUR SECURITY



Camera Connection

Basic Connection (Without PoE)
1. To attach external devices, such as sensors and alarms, connect them to the
extension 1/O terminal block.
Connect the camera to a switch using an Ethernet cable.

3. Connect the supplied power cable to the camera and plug it into a power outlet.

1: Power+4.5V
2: Digital output
3: Digital input

4: Ground

5: RS485-

6: RS485+

Depending on the wuserodés application, an Et he

cable should meet the specs of UTP Category 5 and not exceed 100 meters in length.

When powering up, the power LED will light up and the camera will boot up. The link LED
will be an illuminate as amber when obtaining the IP address. After obtaining the IP

address, the link LED will flash orange while the network connection is processing.

BLOCK UP YOUR SECURITY
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Power over Ethernet (POE) Connection

The Fixed Box is POE compliant, so there are two options for connecting the camera to a
power and Ethernet source. The camera can either be connected to a PoE-enabled switch

or a non-PoE switch.

A. If using a PoE-enabled switch:

1. Use a single Ethernet cable to connect the camera to the PoE-enabled switch.

B. If using a non-PoE switch:

1. Use a standard RJ-45 cable to connect the camera to a PoE Injector.
2. Use a standard RJ-45 cable to connect the PoE Injector to the non-PoE switch.

3. Use a standard power cable to connect the PoE Injector to a power outlet.

BLOCK UP YOUR SECURITY
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Software Installation

In this manual, "User" refers to whoever has access to the Network Camera, and

"Administrator” refers to the person who can configure the camera and grant user access

to the camera.

After checking the hardware connection, run the Installation Wizard program included on
the productdos CDROM to automatically search
many cameras on the local network. Differentiate the cameras using the serial number

which is printed on the labels on the carton and the bottom of the camera.

1. Insert the Installation CD into the CD-ROM driver. Run Auto-Run Tool directly
from the CD-ROM to start the installation. When installing the Brickcom software kit
for the first time, select a desired language for the interface. The available
languages are listed in the scroll box. Click <Install> and follow the steps to install

the EasyConfig wizard on the desired computer.

Brickcom softwarekKit

User Manual

Install Adobe Reader

© 2010 Brickcom Corporation All Rights Reservec

BLOCK UP YOUR SECURITY
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2. In the Install Shield Wizard dialog box, click <Next> to continue.

Brickcom Software Kit - InstallShield Wizard

Brickcom

Welcome to the InstallShield Wizard for Brickcom Software Kit

3. ReadtheEnd-Us er License Agreement and terhseot kK t h

the |l icense agNegtetmemmitue.. CIl i cKk

Brickcom Software Kit - InstallShield Wizard

License Agreement
d

End-User License Agreement

IMPORTANT - READ CAREFULLY

This End-User Licenze Agreement ithe "Agreement™) is a legal agreement betvween you (eithier an individual —
of an entity) and BRICKCOM CORPORATICON. ("BRICKCOM™) regarding the use of the BRICKCOM's

software, entitled Brickcom Software Kit, version 1.4.9 which may include user documentstion provided in
"online" or electronic form (the "Software™). By clicking the button marked "l ACCEPT" ar "YES" belowy, vou
agres to be bound by the terms of this Agreement. If you do not agree to the terms of this Agreemert,

pleasze do not install or use the Software.

1. Grand of License

This Agreement permits you to use one copy of the specified version of the Software, for internal purpose
only, on only one computer, and only by one user, &t a time, If you have purchased mutiple licenses for the
Software, then at any time vou may have as many copies of the Software in use as you have licenses. If
you obtain the Software together with a hardweare product, you are sllovwed to use the Software as a part
of the hardvware according to this Agreement. The Software is "in use" on & computer when it is loaded into
the temporary memory (.. RAN) or installed into the permanent memary (e.9. hard disk, CO-ROM, or other
storage device) of that computer.

In the event BRICKCOM provides you the upgrade for the Software, you may use the resulting upgraded
Software onlv in accardance with the terms of this Aareement.

| BLOCK UP YOUR SECURITY
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4. Selecteitheri Co mp Isedup e b i C usettipdonmstall the system.
a. If COMPLETE SETUP is selected:
i. All program features will be installed into the default directory.
Check t he&€ompleted osnandi t kNext>. c| i c k

Brickeom Software Kit - InstallShield Wizard

Setup Type

Sel tup typ stall.

setup ype.

Cancel

ii. Select to create shortcuts. Click <Next> to continue.

Brickcom Software Kit - InstallShield Wizard

Setup Type
Select the setup type thatb

| BLOCK UP YOUR SECURITY
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iii.  The installation information will be displayed. Click <Next> to continue.

Brickcom Software Kit - InstallShield Wizard

Flease read the followi

Current 8

[ Setup Type ]
Complete

[ Select Features ]
EasyConfig
PC-MYR Standard

[ Choose Destination Location |
EasyConfig: C\Program Files\Brickcorm\EasyCanfig
PC-NWR Standard: C:AProgram Filesi\Brickcom P C-NYR StandardiExe

[ Creating shorteuts ]
EasyConfig
Create Deskiop Shorteut
Create Quick Launch Shartcut
Create StartMenu Ehortcut
PC-MYR Standard

If CUSTOM SETUP is selected:

I.  This option is recommended for advanced users. It can be used to
install the system to a preferred directory or to select specific program
feature(s).

ii. Checkthe option iCustomd, and t<Nexth. cl i ck

ch pragram featu installed. Recommended for 2

Cancel

| BLOCK UP YOUR SECURITY
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iii. Select the features to install. Click <Next> to continue.

Brickcom Software Kit - InstallShield Wizard

Select Features

Selectthe featur

want to install, and deselect the features you do not war

g [
42322 K

iv. Click <Change> to change the appointed folder where installation
and program files will be stored. Click <Next> to continue.

Brickcom Software Kit - InetallShield Wizard

Choose Destination Location

Cancel

| BLOCK UP YOUR SECURITY
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v. Select programs to create shortcuts. Click <Next> to continue.

Brickcom Software Kit - InstallShield Wizard

Setup Type
5 tth

<[ <

vi. The installation information will be displayed.

continue.

Brickcom Software Kit - InstallShield Wizard

[ Setup Type]
Custom

[SelectFeatures ]
EasyConfig
PC-MYR Standard

[ Choose Destination Location |
EasyConfig: CA\Program Files\Brickcorm\EasyConfig
FC-NYR Standard: CAPragram Files\Brickecom\P C-MVR Standard\Exe

[ Creating shartcuts |
EasyConfig
Create Desktop Shortcut
Create Quick Launch Shortcut
Create Starthenu Shortcut
PC-MYR Standard

20

Click <Next> to

| BLOCK UP YOUR SECURITY



5. To launch EasyConfig or PC-NVR Standard, select the application and click
<Finish>. When launching the PC-NVR program, please refer to the PC-NVR user

manual.

Brickcom Software Kit - InstallShield Wizard

Installation Complete

Thank you far ing Brickearm.

Finish

| BLOCK UP YOUR SECURITY
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EasyConfig

To launch EasyConfig, select EasyConfig from the start menu. If Complete Setup type
was used in the software installation, an EasyConfig icon was installed on the desktop.

Double click to open the icon.

If Custom Setup type was used in the software installation and an EasyConfig icon was
not installed on the desktop, the program will be installed under C:\Program
Files\Brickcom\EasyConfig unless the program was saved to a preferred directory.

1. Click <Start> to continue. The program will automatically search for the

camera in the intranet.

& NOTE - Check fBSkip the hardware installation g u i tbesldp checking the hardware

connection. To check the hardware installation settings, do not check the option box.

Brickcom

Welcome

Thank you for choosing Brickcom.

EasyConfig will help you easily configure
your Brickcom P camer.

are installation guide

Language  |[2lEy v

2010 Brickcom Corporation, All righ

BLOCK UP YOUR SECURITY
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®

Brickcom

Connection n Rlug one end of the supplied network cable into your

network switch or router.

NETWORK CABLE

Brickcom

Rlug the other end of the supplied network cable into
the camera's Ethernet port.

CAMERA

ETHERNET PORT

BLOCK UP YOUR SECURITY




Brickcom

Then connect the other end into the power outlet.

Plug the power adapter into the camera's power port.
Please check that the LED light is on.

POWER
SOCKET

POWER

! - |y B

ETHERNET PORT AT e e .
b L .

2. Select either i Bnple Modeoor fi Bfessional Modeoto obtain the camerad
settings. If i Baple Modeois selected, EasyConfig will set up the connection
automatically. If A Rfessional Modeo is selected, the user will need to
configure the IP settings manually.

Brickcom

ection
ure the IP n

@ Simple Mode

& Prof nal Mode

BLOCK UP YOUR SECURITY
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3. There may be many cameras in the local network. Differentiate the cameras
using their UPnP name. Double click on the camera from the survey list to

connect.

Brickcom

double click the camera you wantid connect from the list.

UPnP Mame

IP Address

MAC Address

todel Mame

Firmware

1
z
3
4
5
&
7
g
9

FB-1004-dab2
FD-1004p-000d
FD-100Ap-Ffda
FE-100Ae-dbc?
FO-10048p-3456
FE-1004p-dads

WFB-1008e-do31
FE-1004p-dbS4
WFE-100Ap-0035

192.165,100.21
192.165,100.12
192.165,100.11
192.165,100.20
192.168,100.10
192.168,100.22
192.168,100.24
192.168,100.23
10.5.42.201

00:26:82:1b:da:bz2
00;26:82:15:00:0d
00:26:82:19:fF:d3
00:26:82: 1b:dbic?
00:00:00:12:34:56
00:26:82:1bida:da
00:26:82: 1b:dc: 31
00:26:82: 1b:db: 54
00:40: 25:00:00:35

FE-1008p
FO-1004p
FO-1004p
FE-1006e
FO-1004p
FE-1006p

WFE-1004e
FE-1006p

WFE-1004p

w2, 3. 7.6
V2,376
vZ,3.7.6
V2,376
vZ,3. 7.6
vZ2,3.7.6
wZ,3.7.6
vZ2,3.7.6
v3.0.0.7

Search again

4. Enter the username and password of the camera. For first time use, the

defautus er name and mméndrdadoin.do ar e A
= .

F enter the username and pa
th Brz

or: R

BLOCK UP YOUR SECURITY
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5. For configuring the IP address settings, select either <Settings remain the
same>, <Automatically obtain an IP Address (DHCP)> or <Set IP Address

configuration manually>. The DHCP setting is recommended.

Brickcom

© Settings remains the same
@ Automatically obtain an IP Addr

@ Set IP Address configuration manually

a. If <Set IP Address configuration manually> is selected, the following pages
will be displayed.

Brickcom

Select the 1P AC tings.

@ Settings remains the same
® Automatically obtain an IP Address {DHCP)

© SetIP Adc onfiguration manually

BLOCK UP YOUR SECURITY
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Brickcom

Enter the § C 1P Add

[P Adc

255 255 255 . D

BLOCK UP YOUR SECURITY
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6. If the camera supports the EasyLink™ function, the following page will be
displayed. Otherwise, this page will not be shown. *If desired, click <Skip>

to skip this setting.

Brickcom

Easy Link Settings
1k Settings to connect to the [P camera without knowing the IP

Enahle
Dornain Narme: || rybrickcom.com

-

€7 hitp:r002682592efd.mybrickcom.com [

EasyLink™ is a unique Brickcom function which allows users to assign a unique domain
name to their net wor Kheeasmemreeddosconfigare thel rduteets s .
open up ports or remember hard-to-memorize IP addresses. When this feature is

enabl ed, users can |l og onto [uniguedomai nnam
web GUI and live view.

f'Check the option box to enable EasyLink™. Enter a domain name whose length must

be between 5-32 characters.

fFor Refresh Time, select a desired amount of time from the drop-down menu to

confirm the connection status.

TWhen finished, click the arrow button to continue.

&NOTE: See page 47 for more details about the EasyLink function.

BLOCK UP YOUR SECURITY
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7. When the IP address settings have been configured, the screen will either display a

successful or failed connection message. If the connection failed, either try again or

quit the installation.

a.

b.

displayed as below:

If ADHCP IP address settingsdo was selected, the failure page will be

Brickcom

d subnet mas

tion.

EXIB IS

If A @&tic IP address settingsowas selected, the failure page will be displayed
as below:

Brickcom

immended

RIS ST

BLOCK UP YOUR SECURITY
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c. If the connection was successful, the user will see the message:

i Congr at uThainsialatiorsof the camera is complet e . 0

When this window is displayed, click <PC-NVR> to start the PC-NVR program, <Live
View> to view the live video from the connected IP camera, or <X> in the top right
corner of the screen to close the installation window. To run the PC-NVR program,
please refer to the PC-NVR user manual for more information.

Brickcom

Congratulations

The installation of the camera is complete.

PC-NVR

Live View

Once installation is complete, the Administrator should proceed to the next section

"Accessing the Network Camera" for necessary changes and configurations.
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Accessing the Network Camera

Check Network Settings

The camera can be connected either before or immediately after the software installation.
The Administrator should complete the network settings on the configuration page,
including entering the correct subnet mask and IP address of gateway and DNS. Ask the

network administrator or Internet service provider for the detail information.

Add Password to Prevent Unauthorized Access

The Administrator should immediately implement a new password as a matter of
prudent security practice. For first time use, the user name and password for the
Administ r at or ar e admiddminte.d Aafst efr the Administr
Administrator password, the web browser will display an authentication window to confirm
the new password. Once the password is set, there is no provision to recover the
Administrat or 6s passwor d. I f the Administrator 6s

is to restore the original factory default settings.

The Administrator can set up a maximum of ten (10) user accounts. Users will be able to

access the Network Camera, but will not be allowed to access system configurations.

The Administrator can set up a maximum of ten (10) user accounts. Users will be able to

access the Network Camera, but will not be allowed to access system configurations.
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Authentication

To access t Hiee vienaopenraavébsbrowser and enter the IP address of the

camera. A dialog window will pop requesting a username and password. As stated on

the previous page, for the default username and password for the Administrator are

assi gnadnnadmind .For

accounts

ot her

than t he

user can choose to remember the password for future convenience. It is not

recommended to check this box when viewing the camera feed from a public computer.

=

R

User name:

Passwoard:

Connect to 192.168.1.1

The server 192.163.1.1 at Brickcom IPCAM Login requires a
username and password,

Warning: This server is requesting that wour username and
password be sent in an insecure manner {basic authentication
withouk a secure connection),

| ﬂ admin

v]

[CRemember my passward

[ Ok, l [ Cancel
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Installing the Plug-In

For the initial access to the camera in Windows, the web browser may prompt the
administrator for permission to install a new plug-in for on Internet Explorer. Permission
reqguest depends on the I nternet NOKEbook Ifthey
highest security level is set, the computer may prohibit any installation and execution

attempt. This plug-in has been registered for certificate and is used to display the video in

the browser. Click on E to proceed. If the web browser does not allow the
administrator to continue the installation, check the Internet security option and lower the
security levels or contact the networking supervisor or IT for help.

x

Do you want to install this software?
ﬁ MName: Brickcom.cab
' Publisher: BRICKCOM CORPORATION

[E] More options [ Install ] [ Don't Install

" While files from the Internet can be useful, this file type can potentially harm
s vour computer, Only install software from publishers you trust, What's the risk?

&NOTE T If an error occurred or the plug-in fails to install, it is because the version of
the Electronic Signature is newly released and the VeriSign has not been submitted to
Microsoft Windows update for validation. Therefore, plug-in will not have its root
certificate. If IE discovers that there is no root certificate after the user® PC connects to
the camera, it will automatically redirect to VeriSign Web site to download and install the
latest root certificate to make the installation successfully. If the user& computer is able
to connect to camera but unable to access the internet, then the installation will fail
because the computer will not be able to download the latest root certificate. This
problem can be resolved if computer can be connect to the internet and the camera at the

same time and will not recur when Windows update patches become available.
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Live View
BriCkcom WFB-100Ap cCamera Configuration Utility Livie iaw I Configuiation | Landuage 1 Haip

| Strear‘l 1 ¥ [Channels }iTTD Protocol Camera Name: WFB-100Ap-dbfd

2009/01/01 01:24:33 H.264 1280x800 Playing ‘
- e |
B |

.........
,,,,,,
-----

Camera Control Panel
¥ e—— 0
A S . > | ; !
.................... i N 1 Brightness
) O =P )

i g

..................
"""" Mic Volume

O P 1)))
R iy . | Speaker Volume

......

«
------
.......
......

.......

.....

& Note - (*) These are optional features. Please refer to the Product List for the full list
of optional features available for the product.
Live View is the default page that opens when accessing the camera. Live video is
displayed directly in the browser window.

Stream1/Stream?2 Channels
The network camera offers simultaneous dual stream for optimized quality and bandwidth.
Go to Conf i gur ¥iteo/dund iYo CYa meirdado t o configure t
and video resolution or refer to the Video configuration page.

HTTP/TCP/UDP protocol
HTTP T This unicast method can be used to traverse firewalls. Firewalls are commonly
configured to allow the HTTP protocol, thus allowing RTP to be tunneled.
TCP - This protocol guarantees the complete delivery of streaming data and provides
better video quality. The downside of using this protocol is that the quality of its real-time
effect is less than that of the UDP protocol.
UDP - This protocol allows for more real-time audio and video streams. However, network
packets may be lost due to network burst traffic and images may be broken. Activate UDP

connection time-sensitive responses are more important than video quality.

BLOCK UP YOUR SECURITY

34



E/. Recording on/off - Displays the status of recording video

./. MIC on /off - Displays the status of the MIC volume

Speaker on/off - Displays the status of the Speaker

E/. MD on/off - Displays the status of Motion Detection

Brightness - Drag the slider bar to adjust the image brightness level.

Mic volume - Drag the slider bar to adjust the microphone volume.

Speaker volume - The built-in speaker will play sound from an audio clip from the
computer microphone when it is enabled.

For more Audio settings, please refer to the Audio configuration page.
ﬁ Playor Stop - Play or stop the video.
i Recording - Record video to a computer.
E Snapshot - Capture and save still images.
Digital Zoom - Enable the digital zoom operation.
ﬁ Mirror - Horizontally reflect the display of the live video.

E Flip - Vertically reflect the display of the live video.

E Real Size - View the object in real size. Press it again to switch back to

normal mode.

ﬁ Full Screen - Switch to full screen mode. Pressthe AiEsc o0 key to r

normal mode.

O
Mute T Turn off the sound.

BLOCK UP YOUR SECURITY

35



m Talk T To communicate through the camera using the computer MIC.

ﬂ Set Default i Reset to default settings.

& NOTE

The <Camera Control Panel> functions have no effect on the recorded video. Whatever
changes are made to the <Camera Control Panel> will not be applied to the recorded

video.
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Configuration

Click <Configuration> on the main page to change the camera settings pages.

& Note: Only Administrators can access the Configuration page.
Camera/Video/Audio

Camera

Brightness - Drag the slider bar to adjust the image brightness level from -5 to +5.
Contrast - Drag the slider bar to adjust the image contrast level from -5 to +5.
Sharpness - Drag the slider bar to adjust the image sharpness level from -5 to +5.
Saturation - Drag the slider bar to adjust the image saturation level from -5 to +5.
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